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Ihre Zeichen Ihre Nachricht vom Unsere Zeichen/Durchwahl        Datum 
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We hereby confirm that we manufacture and check Käfer Dial Gauges as per the following standards: 

 Dial Gauges with a reading of 0,01 mm and ranges up to 10 mm: DIN EN ISO 463 / DIN 878 

 Dial Gauges with a reading of 0,01 mm and ranges of 20 and 30 mm: 
Käfer manufacturing standard 90014 

 Dial Gauges with a reading of 0,01 mm and ranges of more than 30 mm: 
Käfer manufacturing standard 90002 

 Dial Gauges with a reading of 0,1 mm: Käfer manufacturing standard 90004 

 Dial Gauges series FEINIKA with a reading of 0,001 mm and a pointer revolution of 0,1 mm: 
Käfer manufacturing standard 90010 

 Dial Gauges with a reading of 0,001 mm or 0,002 mm and a pointer revolution of 0,2 mm: 
Käfer manufacturing standard 90001 

 Dial Test Indicators K 30 - K 48: DIN 2270  /  Dial Test Indicators in special design: Käfer manufacturing standard 90040  

 Comparator Gauges Compika: DIN 879-1 

 Thickness Gauges: Käfer manufacturing standard or customer requirement. 
 
The traceability of the test standards used to national standards of the DKD or the PTB in accordance with DIN/ISO 
9001:2015 is guaranteed. The current traceability to the national length standard is carried out via: 

 
H01 0948/ KOBA/D-K-15190-01-00-2016-09, D08 0545/ MFP-30 BV/335262/5188 D-K-15131-01-00 - 2022-06, D08 0550/ MFP-100.02 BV/100633/5184 D-K-15131-01-00 - 
2022-06, D08 0592/ MFP-30 BV/313094/FMS 68443/06/22, D08 0620/ MFP-100.02 BV/100300/5186 D-K-15131-01-00 - 2022-06, D08 0711/ MFP-30 BV/274363/5183 D-K-
15131-01-00 - 2022-06, D08 0712/ MFP-30 BV/274362/FMS 68444/06/22, D08 0855/ MFP-100 BV/256266/ 5187 D-K-15131-01-00 - 2022-06, D08 0860/ MFP-30 
BV/291389/FMS 68445/06/22, D08 0870/ MFP-30 BV/266430/FMS 68446/06/22, D08 0889/ MFP-100 BV/1218/00/5185 D-K-15131-01-00 - 2022-06, D08 0893/ MFP-30 
BV/349766/FMS 68441/06/22, D08 0894/ MFP-30 BV/335272/FMS 68439/06/22,D08 0895/ MFP-30 BV/335265/FMS 68442/06/22, D08 0900/ MFP-30 BV/100776/5189 D-K-
15131-01-00 - 2022-06, D08 0902/ MFP-30 BV/335270/FMS 68447/06/22, D08 0917/ MFP-50 BV/340164/FMS 68440/06/22, S08 0986/ MFP-30 BV/100322/FMS 36377/09/15, 
S08 0987/ MFP-30 BV/100500/FMS 7955/06/09. 
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i.A. Herr Hauser 

Head of Quality Assurance (QMB) 
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