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SPARE DIAL GAUGES FOR DIG ITAL THICKNESS GAUGES

Spare Dial Gauges are available for all Digital Thickness Gauges. They will be supplied without contact point and 

without lifting device.

For Digital Thickness Gauges the data cables illustrated below are available at an extra charge.

Data  cab le  DCPRMD 232

In standard version 3 m long, maximum length 15 m. 

SUB-D jack 9 – pin / F. 

Data  cab le  DCMV 232

In standard version 2 m long. 

SUB-D jack 9 – pin.

Spare Gauges for Digital Thickness Gauges

Spare Dial Gauge Resolution Range extension for contact points form a and b  Data cable 

for   (not included in the scope of delivery)

JD 50 0.01 mm 12.5 mm 3.2236-0 DCPRMD 232 / DCPRMD USB

JD 50 TOP 0.01 mm 12.5 mm 3.2236-0 DCMV 232, DCMV USB 
JD 100 TOP 0.01 mm 12.5 mm 3.2236-0 or DCMV DIGIMATIC

JD 100 0.01 mm 12.5 mm 3.2236-0 DCPRMD 232 / DCPRMD USB

JD 50/25 0.01 mm 25 mm 3.2236-1 DCPRMD 232 / DCPRMD USB

JD 100/25 0.01 mm 25 mm 3.2236-1 DCPRMD 232 / DCPRMD USB

JD 200 0.01 mm 12.5 mm 3.2236 DCPRMD 232 / DCPRMD USB

JD 300 0.01 mm 12.5 mm 3.2236 DCPRMD 232 / DCPRMD USB

JD 200/25 0.01 mm 25 mm 3.2236 DCPRMD 232 / DCPRMD USB

JD 50 W 0.01 mm 12.5 mm – DCPRMD 232 / DCPRMD USB

FD 50 0.001 mm 12.5 mm 3.2236-0 DCPRMD 232 / DCPRMD USB

FD 50 TOP 0.001 mm 12.5 mm 3.2236-0 DCMV 232, DCMV USB 
    or DCMV DIGIMATIC

FD 50/25 0.001 mm 25 mm 3.2236-1 DCPRMD 232 / DCPRMD USB

FD 100/25 0.001 mm 25 mm 3.2236-1 DCPRMD 232 / DCPRMD USB
FD 200/25 0.001 mm 25 mm 3.2236 DCPRMD 232 / DCPRMD USB
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